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REF: 3182G‐001 

 
24th March 2017 
 
Vassallo Constructions Pty ltd 
PO Box 8158  
Mt Pleasant QLD 4740 
 
Attention: Mr Bob Breadley │ Senior Estimator 
  
 
RE: Woodlands stages 7 & 8 Level 1 Supervision 
 
Dear Bob, 
 
Supervision of the earthworks for the proposed site was carried out between 2nd October 2016 and 31st January 2017.  
Pargroup completed the following during the project: 
 

 Reviewed  and  accepted  the  earthwork  notes  as  indicated  on  the  supplied  drawings 
No.12121‐CO00, C002, C011, C012, C020, C030, C031 prepared by Bornhorst & Ward Pty Ltd; 

 Inspected,  tested  and  proof‐rolled  subgrade  areas  prior  to  placement  of  Engineered  Fill; 
 Carried out and reviewed Compaction testing results;  
 Completed and reviewed daily site visit records. 

 
 
 
We  are  satisfied  that  the  earthworks  carried  out  were  in  accordance  with  the requirements  of  A.S.  3798  –  2007  
“Guidelines  on  Earthworks  for  Commercial  Residential Developments” and also comply with the nominated specified 
materials’ quality and compaction level for the project. 
 
Based  on  the  observations carried out during our supervision,  inspections  and  review  of  test  results  during  the  course  of 
the project, we conclude that the earthworks for the project achieved the adequate stability, and all cut and fill operations 
have been carried out in accordance  with AS3798, and any unsuitable material encountered has been replaced with suitable 
replacement material. This certification  includes cut and  fill batters,  the material quality and compaction of this fill material 
only and not include any other requirement for the project. 
 
Prior  to  construction  activities on  the  above  building  pads,  it  is  recommended  that footings  are  designed  in  accordance 
with  A.S.  2870  –  1996  “Residential  Slabs &  Footings – Construction”.  Please note that footings design and construction 
involves  a number of steps; site classification, selection of a footing system, structural design,  construction  in  accordance 
with  the  required  design  details  and  construction  methods, and proper maintenance.  The owner has a responsibility to 
ensure that the sites are properly maintained. 
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 Yours faithfully,  
  

  
Frank Parrotta  
Director, B.Eng RPEQ 4932 
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